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HAWTHORN
COLORS

CELADON

CLOUD

BIANCO

KHAKI

CERAMIC WALL TILE 



8”x 20”

NOMINAL (in) ACTUAL (cm) THICKNESS (in) FINISH
8” x 20” 20 x 50 cm 3/8” GLOSS
8” x 20” Deco 20 x 50 cm 3/8” GLOSS

FIELD TILE SIZES & FINISHES

TECHNICAL INFORMATION

TECHNICAL FEATURE STANDARD HAWTHORN

FABRICATION PROCESS - SINGLE FIRED POROUS
RED-BODY TILE

ABSORPTION GROUP 
ISO 13006 - B III

WORK SIZE (mm): - 200 x 500 x 9

FACIAL DIMENSION RANGE AND 
SURFACE QUALITY UNE EN ISO 10545 - 2 COMPLIES WITH THE 

STANDARD

WATER ABSORPTION UNE EN ISO 10545 - 3 E > 10%

BREAKING STRENGTH (S) UNE EN ISO 10545 - 4 > 600 N

FLEXURAL TENSILE STRENGTH (N/mm2) UNE EN ISO 10545 - 4 ≥ 15 N/mm2

LINEAR THERMAL EXPANSION 
BETWEEN 20° TO 100° C UNE EN ISO 10545 - 8 COMPLIES WITH THE 

STANDARD

THERMIC SHOCK RESISTANCE UNE EN ISO 10545 - 9 COMPLIES WITH THE 
STANDARD

CRAZING RESISTANCE UNE EN ISO 10545 - 11 COMPLIES WITH THE 
STANDARD

DURABILITY; FREEZE THAW 
CYCLE UNE EN ISO 10545 - 12 NOT APPLICABLE 
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